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Abstract—The advent of byte-addressable persistent memory
(PM) has led to a resurgence of interest in adapting existing
dynamic hashing schemes to PM. Compared with its two well-
known peers (extendible hashing and linear hashing), spiral stor-
age has received little attention due to its limitations. After an in-
depth analysis, however, we discover that it has a good potential
for PM. To show its strength, we develop a persistent spiral
storage called PASS (Persistence-Aware Spiral Storage), which
is facilitated by a group of new/existing techniques. Further,
we conduct a comprehensive evaluation of PASS on a server
equipped with Intel Optane DC Persistent Memory Modules
(DCPMM). Experimental results demonstrate that compared
with two state-of-the-art schemes it exhibits better performance.

I. INTRODUCTION

In the past decade, various persistent memory (PM) tech-
nologies such as 3D-XPoint have been proposed. They nor-
mally offer near-DRAM performance plus byte-addressability
as well as disk-like persistence and capacity. Researchers hope
that these PM devices can either eventually replace the long-
lasting volatile DRAM so that the dream of a large-scale
persistent main memory comes true, or at least they can be
inserted into an appropriate place in the current memory hier-
archy to further mitigate the performance gap between DRAM
and storage. After Intel started shipping Optane DCPMM in
2018, part of this dream has been realized, as a server with
a DRAM-PM hybrid memory system where PM is connected
directly to a CPU now becomes a commercial product. To
reap the full benefits of Optane DCPMM, a question naturally
arises: How to adapt a hash table that was originally designed
for disk/DRAM to PM [1]?

Hashing schemes can be categorized into two camps: static
hashing [2] and dynamic hashing [3]-[5]. Unlike static hash-
ing, a dynamic scheme can adjust the size of its hash table
on demand without the need to rehash the entire table. This
expansion-on-demand feature makes it an attractive indexing
data structure. For example, extendible hashing [3] and linear
hashing [4], two popular dynamic hashing schemes, have been
widely used in file systems and databases on disk/DRAM-
based systems. They became natural candidates for the recent
development of PM-oriented dynamic hashing schemes such
as CCEH [6] and Dash [7].

Unlike its two popular peers, spiral storage [S5] has received
little attention as it has some inherent limitations. Two address
mapping operations are needed to search a key k. The first
one leads to the calculation of a power function, whereas the
second one requires the computing of a recursive function (see
Algorithm. Both are time-consuming. Besides, spiral storage
employs a directoryless mode. Thus, it demands periodically

reallocating a contiguous memory region to perform an ex-
pansion, which is very expensive on PM. However, after an
in-depth study, we found that spiral storage also possesses
a desirable feature. It performs each hash table expansion
through address remapping, and thus, leads to fewer rehashing
operations compared with its two peers. As a result, multiple
PM reads and writes can be avoided. We speculate that spiral
storage has a potential for PM.

To confirm our speculation, we propose several techniques
to upgrade the original spiral storage to a persistent spiral
storage called PASS (Persistence-Aware Spiral Storage). First,
we design a new structure for PASS on PM. Second, we
propose an approximation method to accelerate the calculation
of the power function and a look-up table to replace the
recursive logical-physical address mapping function. The two
strategies combined turn the two-step address mapping into
one quick mapping table access, which solves an inherent lim-
itation of spiral storage. PASS also adopts a group of existing
optimization techniques including stashing, fingerprinting [8],
optimistic concurrency control, and bucket load balancing [7].

II. THE DESIGN OF PASS
A. Structure of PASS

Similar to CCEH [6] and Dash [7], PASS employs a
three-level structure (i.e., directory — segment — bucket).
The directory contains some metadata items and a group of
directory entries. Each entry points to an array of segments,
which contains one or multiple segments. PASS splits at
the segment level. Like Dash-LH [7], PASS expands a hash
table by several fixed-size segments before triggering a double
expansion. For example, each of the first 4 entries points to a
one-segment array. Each of the next 4 entries points to a two-
segment array, and so on. Each segment is composed of a fixed
number of normal buckets and stash buckets (for overflow
records). If the number of overflow records is more than the
capacity of the stash buckets, a newly allocated stash bucket
chain will be added to the segment. PASS borrows the layout
of a regular bucket of Dash-EH [7]. The size of a bucket is
set to 256 bytes to match the block size of Optane DCPMM.

TABLE I: Performance comparisons of address mapping

Address Mapping Operation Server
Murmur hash function 163 MOPS
Spiral Storage (SS) 68 MOPS
SS with power table only 56,244 MOPS
SS with look-up table only 1,823 MOPS
PASS 90,332 MOPS




B. An Approximation Method

Since the logical address of a key k is the largest integer that
is smaller than b%, we do not have to calculate the exact value
of b“ as long as we can quickly discover this integer. For a
particular key k, we can obtain the value of its corresponding
G after c is initialized. we know that logical < b® < logical+
1, which leads to logy(logical) < G < logy(logical + 1)
(called Inequality 1). The growth factor b is a fixed value once
the design of a hash table is completed. In our implementation,
b is set to 2. Therefore, we can calculate logy for a group of
consecutive integers starting from 1 in advance.

However, scanning such a table to find out the integer
logical that satisfies Inequality 1 is a slow process. Thus, we
augment G to a large integer represented by |scalar x G|
where scalar is a large integer constant. Based on Inequality
I, we have |scalar x logy(logical)| < |scalar x G| <
| scalar xlogy(logical+1) . Thus, we can use | scalar x G| as
the index to directly obtain the corresponding value of logical,
which can be calculated beforehand, and then, stored in a table
called power table. PASS constructs the power table offline
and stores it in PM. When the system crashes, the power table
will still be valid, and thus does not need to be recalculated.
Now, we use an example to illustrate how the method works.
Suppose that G = 6.21, scalar = 256, c_mazx = 16, we can
quickly obtain the value of the logical address (i.e., 74) from
Table II because table[|scalar x G|] = table[1589] = 74.

TABLE II: A segment of a sample power table

1,583 1,584 1,588 1,589 1,593 1,594
(2 [ B[ B[ 1A [-] %75 ]

C. Look-up Table

Since the mapping between a logical address and its asso-
ciated physical address is fixed, we propose a predetermined
look-up table to replace the time-consuming recursive func-
tion. The index of the table is the logical address of a key and
the value stored in the location indexed is the corresponding
physical address. If the logical address is 8, then the physical
address is 4 which can be easily found in the table. Like
the power table, PASS builds the look-up table offline and
it is stored in PM. PASS calculates the physical address of
each logical address beforehand and the size of the look-up
table can be determined in advance. In our experiments, a hash
table that holds 200 million records requires a 16 MB look-up
table. Experimental results exhibit that after the look-up table
is used the address mapping performance of spiral storage can
be improved by 26.94x shown in the 4th row of Table I.

D. Mapping table

For a key k, the power table stores the logical address
corresponding to hash(k), whereas the look-up table holds
its associated physical address. Apparently, the two tables
can be combined into one so that PASS can directly obtain
the physical address of k by accessing the combined table
once rather than accessing the two tables sequentially, which

further shrinks its address mapping time. The combined table
is called mapping table. Like its two peers, PASS now enjoys
a simple one-step address mapping for a basic operation like
a search. When a mapping table is employed, the address
mapping performance of PASS achieves a remarkable speedup
of 554.18x compared to the Murmur hash function (see the
last row of Table I). Although PASS only needs the mapping
table for a basic operation, a power table and a look-up table
are still indispensable as PASS needs the logical address of a
key to determine its remapping process during an expansion.

III. PERFORMANCE EVALUATION
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Fig. 1: Single-thread performance under (a) fixed-length keys
(left) and (b) variable-length keys (right).

Figure la shows that when fixed-length keys are used the
positive search performance of PASS is 1.03x, 1.08x of that
of Dash-EH, Dash-LH, respectively. This is mainly because
assisted by the mapping table the speed of address mapping
of PASS is higher than the hash function used by the existing
schemes. In insertion, PASS achieves a speedup of 1.18x,
1.12x compared with Dash-EH, and Dash-LH, respectively.
The main reason is that PASS rarely needs to perform
rehashing after a segment is split, which saves many PM
reads and writes. Figure 1b illustrates the results of variable-
length key experiments. The positive search performance of
PASS is 1.11x, 1.31x of that of Dash-EH, and Dash-LH,
respectively. In insertion, PASS achieves a speedup of 1.24x,
1.31x compared with Dash-EH, and Dash-LH, respectively.
In summary, PASS performs best in all basic operations under
both fixed-length and variable-length keys.
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